
ICON 70
+LJK�SHUIRUPDQFH�
V\VWHP�ZLWK�YDULRXV�

IXQFWLRQDOLWLHV
 



ICON 70

ICON 70 is an innovative high performance windows and door 
system that is combining strength, safety, sustainability and aesthetic 
design.

The system ICON 70 is KLEIDCO's proposal for advanced insulated 
casements, which meets the high standards of all advanced markets 
and incorporates a modern design that's intended for realizations of 
exterior architectural building elements requiring thermal and 
acoustic insulation.

ICON 70 combines efficient solutions for a wide variety of functional, 
architectural and design requirements in one system. It is the ideal 
solution for projects that require high performance and premium 
aluminum architecture.

Hidden Vent & bonded Vent options are available for this system.
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Air Permability

Water Tightness

Wind Load Resistance

Safety Wind Load Resistance

Thermal Insulation
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This calculation has been made 
with 0,60 W/m2.K Ug value glass 
filling
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System Visible Width

System Thickness

Reinforced Mullion Depth

Moment Of Inertia Of
Reinforced Mullion

Glazing Thickness

Min. Sash Dimensions

Max. Sash Dimensions

Thermal Break Thickness

Max. Sash Weight

Fixed
Vent

Fixed
Vent
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* The dimensions and values given above are given for ICON 70 standard details.
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Greenist Kleidco Ofisleri  
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